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Pump unit

P203

Description

The P 203 lubrication pump is versatile, compact and economical
and can supply up to 150 lubrication points, depending on the line
length. It consists of a housing with integrated motor, reservoir with
stirring paddle, pump element (optionally incl. pressure-relief valve),
filling nipple and electrical connection parts. This powerful pump can
drive up to three pump elements and can be equipped with a
low-level control (with or without control board). For applications
demanding high guantities of lubricant, a new series of

30-60 [ reservoirs is available on request.

Features and benefits

e QOptional control printed circuit boards
with different operating settings

¢ Range of reservoir types offered

e For DCor AC applications

¢ Variety of pumping elements
for different output available

Applications

Small- and medium-sized machinery
Combines, balers, forage harvesters
Rotating applications (wind turbines)
Mobile applications

General industries

Wheel loaders

Excavators
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Technical data

Function principle
Operating temperature
VDC:
VAC:
Operating pressure

Lubricant

Outlets
Metering quantity 1)

Reservoirs

Connection main line
Operating voltage
Dimensions

Integrated control
board options
V10-13,V20-23
M08-23, MS8
H

Protection class
Mounting position

electrically operated piston pump

—40to +70 °C; -40 to +158 °F
—25t0 +70 °C; -13 to +158 °F

350 bar;

5075 psi

grease: up to NLGI 2

oil: viscosity 40-1 500 mm2/s
upto3

depending on pump element:
0,6-4,4 cm®/min per outlet
0.036-0.268 in3/min per outlet
2-601(4, 8,11,15, 30, 40, 50, 60 1)
1/2-15 gal

G4

12/24V DC, 110-260V AC; 50/60 Hz
min. 211 x 224 x 287 mm

max. 211 x 250 x 774 mm

min. 8.31 x 8.82 x 11.29 in

max. 8.31 x 9.84 x 30.47 in

for setting pause and lubrication times
for setting pause and monitoring times
for trailers, application controlled
lubrication intervals

IP6K9K

upright, with follower plate any

1) The values for metering quantity applies for pump speeds of 20 min-1.

ﬁ NOTE

!|® Further technical information, technical drawings,
accessories, spare parts or product function descriptions
are are available on SKF.com/lubrication:

12401 EN
w,
skf-lubrication.partcommunity.com/3d-cad-models
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Order information =1
o
Order number) Designation Reser-  Lubri- Fill Pre- Delivery Refilling  Voltage Control o
voir cant level filled rate board c
size warning 2 3) 4) ©
(V2]
[ gal min max cm3/min in3/min top nipple VAC/DC g’
3
(a8
P203 for mobile applications
644-41256-3  P203_E-_2XL_ -600-12-00RGO000-VI0A 2 0.53 grease - . 3,2 0195 - . 12 V10
644-41171-2 P203_E-_2XLB0O-606-12-A100F200-V10A 2 0.53 grease - . 2x3,2  2x0195. - 12 V10
644-40810-4  P203_E-_4XLBO-600-12-A100F200-V10A 4 1.05 grease o - . 3,2 0195 + - 12 V10
644-41230-9  P203_E-_8XLB0O-600-12-A100F200-V10A 8 211 grease - . 3,2 0195 « - 12 V10
644-40985-2  P203_E-_2XL_ -600-24-00RGO000-VI0A 2 0.53 grease - . 3,2 0195 - . 24 V10
644-40641-4  P203_E-_2XLB0-600-24-A100F200-VI0A 2 0.53 grease - . 3,2 0195 + - 24 V10
6440-00000078 P203_E-_4XL__-600-24-00RGO000-VI0A 4 1.05 grease o - . 3,2 0195 - . 24 V10
644-40586-5 P203_E-_4XLB0O-600-24-A100F200-VI0A 4 1.05 grease o - . 3,2 0195 « - 24 V10
6440-00000079 P203_E-_8XL_ -600-24-00RGO000-VI0A 8 211 grease o - . 3,2 0195 - . 24 V10
644-40691-3  P203_E-_8XLB0O-600-24-A100F200-VI0A 8 211 grease - . 3,2 0195 « - 24 V10
644-41046-6  P203_E-15XLB0-600-24-A100F200-VI0A 15 3.96 grease - . 3,2 0195 « - 24 V10
644-37478-1 P203_E-_2XL_ -600-24-1A00GB00-__A 2 0.53 grease - . 3,2 0195 - . 24 -
644-40608-7 P203_E-_2XLB0-600-24-1A00GB00-___ A 2 0.53 grease - . 3,2 0195 « - 24 -
644-41058-5  P203_E-_4XL_ -600-24-1A00GB0O0-___A 4 1.05 grease - . 3,2 0195 - . 24 -
644-37515-1  P203_E-_4XLBO-600-24-1A00GB00-__A 4 1.05 grease o - . 3,2 0195 « - 24 -
644-37491-1  P203_E-_8XLB0O-600-24-1A00GB00-__ A 8 211 grease - . 3,2 0195 « - 24 -
644-41045-1  P203_E-15XLB0O-700-24-1A00GB00-___A 15 3.96 grease o - . 44 0268 « - 24 -
P203 for rotating applications (reservoir incl. grease follower plate)
644-40975-7  P203_E-_4XBF_-600-24-A1000000-V10Z 4 1.05 grease o . - 3,2 0195 - . 24 V10
644-41068-9  P203_E-_8XBF_-600-24-A1000000-V10A 8 211 grease o . 3,2 0195 - . 24 V10
644-41046-5  P203_E-15XBF_-700-24-A1000000-V10A 15 3.96 grease o . 4,4 0.268 - 24 V10

644-46345-3  P203_E-_4XBF_-600-24-11000000-__A 4 1.05 grease « o o 3,2 0195 - . 24 =
644-41082-1 P203 E- 8XBF_-600-24-11000000-___A 8 211 grease « o o 3,2 0195 - 24 =
644-41328-3  P203_E-15XBF_-600-24-11000000-__ 7 15 3.96 grease « o - 3.2 0195 - . 24 =

644-36495-6  P203_ - 4XBF_-600-AC-D1000000-V10Z 4 1.05 grease « o - 3,2 0195 - . 110-260 V10
644-61215-6  P203__- 8XBF_-600-AC-D1000000-V10Z 8 211 grease « o - 3,2 0195 - 110-260 V10
644-41051-4  P203_ -15XBF_-606-AC-D1000000-V10Z 15 3.96 grease « o - 2x3,2 20195 - . 110-260 V10
6440-00000055 P203_U-_4XBF_-700-AC-D1000000-___ A 4 1.05 grease o o o bk 0.268 - 110-260 —
644-41376-2  P203__-_8XBF_-600-AC-D1000000-__ A 8 211 grease « o o 3,2 0195 - . 110-260 -
644-41050-6  P203_ -15XBF_-700-AC-D1000000-__7Z 15 3.96 grease « o - 44 0268 - 110-260 -

P203 for industrial applications

644-40845-1 P203_ - 2XL_ -600-AC-D100G200-VI0A 2 053 grease « - o 3,2 0195 - 110-260 V10
644-40716-9  P203_ - 2XLBO-600-AC-D100G200-VI0A 2 053 grease « - o 3,2 0195 « - 110-260 V10
644-41333-6  P203__ - 4XL_ -600-AC-D100G200-VI0A 4 1.05 grease o — o 3.2 0195 - . 110-260 V10
644-40799-1  P203__ - 4XLB0O-600-AC-D100G200-VI0A 4 1.05 grease o = o 3.2 0195 « - 110-260 V10
644-40977-5 P203__ - 8XL_ -700-AC-D100G200-VIOA 8 211 grease « =— o bk 0268 - 110-260 V10
644-40762-2  P203__-_8XLBO-600-AC-D100G200-VI0A 8 211 grease « — o 3,2 0195 « - 110-260 V10
644-41381-2  P203_ -15XLB0O-600-AC-D100G200-VI0A 15 3.96 grease « - o 3.2 0195 « - 110-260 V10
644-40849-3 P203__ - 2XL_ -600-AC-D100G200-__A 2 053 grease ¢ - o 3.2 0195 - . 110-260 —
644-40782-3  P203_ - 2XLBO-700-AC-D100G200-___A 2 053 grease « — & 44 0268 « - 110-260 -
644-61194-5 P203 - 4XL_ -600-AC-D100G200-___ A 4 1.05 grease « — o 3,2 0195 - 110-260 -
644-40718-5 P203_ - 4XLBO-700-AC-D100G200-___ A 4 1.05 grease « - o 44 0268 « - 110-260 -
644-61164-8  P203__ - 8XL_-600-AC-D100G200-__A 8 211 grease o — o 3.2 0195 - . 110-260 —
644-40721-6  P203__-_8XLBO-700-AC-D100G200-__A 8 211 grease « — o 4, 0.268 « - 110-260 —
644-41050-1  P203_ -15XLBO-700-AC-D100G200-___ A 15 3.96 grease « - o 44 0268 « - 110-260 -

1) Selection based on typical and available P203 designs. Further customized versions are avilable on request.
2) Pumps are filled with following standard SKF Lincoln NLGI 2 grease quantities: 2L reservoir approx. 0,75kg / > 4L reservoirs approx. 1,5kg grease
3) The stated nominal outputs per minute and pump element refer to NLGI 2 lubrication greases at an ambient temperature of + 20 °C[68 °F] and a backpressure of 100 bar [1450 psi]
at the outlet of the pump element. Deviating operating conditions or deviating pump configuration result in a changed motor speed of 20 rpm and thus in a change of the output per time unit.

4) Integrated control board V10 factory setting: pause time 6h / lubrication time émin. For further information, please see P203 manuals on SKF.com
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